
 
 
 
 
 

  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
 

 

 

 
 
 
 
 
 
 
 
 

Hydrofilny Prowadnik 



 
 
 
 

Model 
Średnica zewn. Długość 

Charakterystyka 

(mm) (mm) 

JHY-GW-80-150-C1 0.80 (0.032'') 1500 

C1: prosta końcówka hydrofilna. 5 cm 

JHY-GW-80-260-C1 0.80 (0.032'') 2600 

JHY-GW-80-450-C1 0.80 (0.032'') 4500 

JHY-GW-88-150-C1 0.88 (0.035'') 1500 

JHY-GW-88-260-C1 0.88 (0.035'') 2600 

JHY-GW-88-450-C1 0.88 (0.035'') 4500 

JHY-GW-63-150-C1 0.63 (0.025'') 1500 

JHY-GW-63-260-C1 0.63 (0.025'') 2600 

JHY-GW-63-450-C1 0.63 (0.025'') 4500 

        

JHY-GW-63-150-C4 0.63 (0.025'') 1500 

C4: wygięta końcówka hydrofilna, 5 cm 

JHY-GW-63-450-C4 0.63 (0.025'') 4500 

JHY-GW-80-450-C4 0.80 (0.032'') 4500 

JHY-GW-88-150-C4 0.88 (0.035'') 1500 

JHY-GW-88-450-C4 0.88 (0.035'') 4500 

        

JHY-GW-63-150-E1 0.63 (0.025'') 1500 

E1: prosta końcówka hydrofilna, 9 cm 

JHY-GW-63-450-E1 0.63 (0.025'') 4500 

JHY-GW-80-450-E1 0.80 (0.032'') 4500 

JHY-GW-88-150-E1 0.88 (0.035'') 1500 

JHY-GW-88-450-E1 0.88 (0.035'') 4500 

        

JHY-GW-63-150-E4 0.63 (0.025'') 1500 

E4: wygięta końcówka hydrofilna, 9 cm 

JHY-GW-63-450-E4 0.63 (0.025'') 4500 

JHY-GW-80-450-E4 0.80 (0.032'') 4500 

HY-GW-88-150-E4 0.88 (0.035'') 1500 

JHY-GW-88-450-E4 0.88 (0.035'') 4500 
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