siTeco

Reymonta

Instalacja

Numer projektu

Klient

Projektowat:

Data : 18.10.2019

Wyniki obliczen uzyskane sg w oparciu o wzorcowe zrédta oswietlenia. W rzeczywistosci moga si¢ one nieznacznie zmienic.
Gwarancja na oprawy oswietleniowe nie obejmuje danych tych opraw.

Producent nie odpowiada za szkody powstate w wyniku uzytkowania programu.
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Obiekt : Reymonta
Instalacja :

Numer projektu S i T e C 0

Data : 18.10.2019

1 Dane oprawy

1.1 Siteco, Streetlight 20 micro LED | ... (5XB11D2B108C)
1.1.1 Arkusz danych

Produkt: Siteco

5XB11D2B108C mast luminaire  Streetlight 20 micro LED | ST1.0a
5XB11D2B108C

Streetlight 20 micro LED, mast luminaire, primary light control with lens, of PMMA, primary optical cover: cover, of
toughened safety glass, transparent, light distribution: ST1.0a, light emission: direct distribution, primary light
characteristic: asymmetric, installation type: post-top, side-entry, LED LED High Power, rated luminous flux: 4.240
Im, light colour: 740, colour temperature: 4000K, control gear: ECG Plus, control: power reduction, digital
communication interface, constant luminous flux control, time-dependent luminous flux control, flexible luminous flux
parameterisation, overheat protection, electronic power reduction, mains connection: 220..240V, AC, 50/60Hz, start
of lifetime: 37 W, end of lifetime: 39 W, reduction: 18 W, luminaire housing, of diecast aluminium, powder-coated,
Siteco® metallic grey (DB 702S), length: 408 mm, width: 216 mm, height: 120mm, spigot size: 42/60/76mm
(post-top) and 42/60mm (side-entry), mast flange for spigot size: 42mm: 5XA59000XM4, 60mm: 5XA59000XM2,
76mm: 5XA59000XM1, protection rating (complete): IP66, insulation class (complete): insulation class |l (safety
insulation), certification: CE, ENEC, VDE, impact resistance: IK09, permissible ambient temperature for outdoor
applications: -35..+50°C, standard-compliant lighting for roads and squares, packaging unit: 1 piece

Light Distribution: ST1.0a

Test report number: 58266

Dane oprawy Wyposazenie

Fotometria bezwgledna llosé o1
Skutecznosé swietlna : 113.67 Im/W Oznaczenie : LED 4000K/
Klasyfikacja : A30 1100.0% 10.0% CRI>=70
CIE Flux Codes : 377298100100 Kolor : 4000 K
UGR 4H 8H : 37.4/23.4 Oddawanie koloréw ;70

Moc : 37.3W

Strum. sw. : 4240 1Im

Wymiary : 408 mm x 216 mm x 120 mm
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Obiekt : Reymonta
Instalacja :

Numer projektu S i T e C 0

Data : 18.10.2019

1 Dane oprawy

1.2 Siteco, Streetlight 20 micro LED | ... (5XB14D2B108C)
1.2.1 Arkusz danych

Produkt: Siteco

5XB14D2B108C mast luminaire  Streetlight 20 micro LED | ST1.5a
5XB14D2B108C

Streetlight 20 micro LED, mast luminaire, primary light control with lens, of PMMA, primary optical cover: cover, of
toughened safety glass, transparent, light distribution: ST1.5a, light emission: direct distribution, primary light
characteristic: asymmetric, installation type: post-top, side-entry, LED LED High Power, rated luminous flux: 3.830
Im, light colour: 740, colour temperature: 4000K, control gear: ECG Plus, control: power reduction, digital
communication interface, constant luminous flux control, time-dependent luminous flux control, flexible luminous flux
parameterisation, overheat protection, electronic power reduction, mains connection: 220..240V, AC, 50/60Hz, start
of lifetime: 37 W, end of lifetime: 39 W, reduction: 18 W, luminaire housing, of diecast aluminium, powder-coated,
Siteco® metallic grey (DB 702S), length: 408 mm, width: 216 mm, height: 120mm, spigot size: 42/60/76mm
(post-top) and 42/60mm (side-entry), mast flange for spigot size: 42mm: 5XA59000XM4, 60mm: 5XA59000XM2,
76mm: 5XA59000XM1, protection rating (complete): IP66, insulation class (complete): insulation class |l (safety
insulation), certification: CE, ENEC, VDE, impact resistance: IK09, permissible ambient temperature for outdoor
applications: -35..+50°C, standard-compliant lighting for roads and squares, packaging unit: 1 piece

Light Distribution: ST1.5a

Test report number: 58269

Dane oprawy Wyposazenie

Fotometria bezwgledna llosé o1
Skutecznosé swietlna : 102.68 Im/W Oznaczenie : LED 4000K/
Klasyfikacja : A10 1 100.0% 10.0% CRI>=70
CIE Flux Codes : 205092100 100 Kolor : 4000 K
UGR 4H 8H : 39.8/25.4 Oddawanie koloréw ;70

Moc : 37.3W

Strum. sw. : 3830 Im

Wymiary : 408 mm x 216 mm x 120 mm
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Obiekt : Reymonta
Instalacja :

) [ ]
Numer projektu :
Data : 18.10.2019 S 1T e c 0

2 Zewnetrzny 1
2.1 Opis, Zewnetrzny 1
2.1.1 Dane opraw oswietleniowych/elementy pomieszczenia
Dane produktu:
Typ Nr\Producent
Siteco
1 3 Nr zaméwienia : 5XB11D2B108C

\ Nazwa oprawy : Streetlight 20 micro LED | ST1.0a
Zrodta oswietlenia:: 1 x LED 4000K / CRIl >= 70 37.3 W / 4240 Im

2 1 Nr zaméwienia : 5XB14D2B108C

- Nazwa oprawy : Streetlight 20 micro LED | ST1.5a
Zrodta oswietlenia:: 1 x LED 4000K / CRI >= 70 37.3 W /3830 Im

Punkt centralny Kat obrotu Wspotrzedne celu

Nr X[m]  Y[m] Z [m] Z[° Co[°] C90[] Xa[m] Ya[m] Za[m]
Siteco Streetlight 20 micro LED | ST1.0a 5XB11D2B108C
1.1 38.67 12.31 6.19 93.89 0.00 0.00 -- -- --
1.2 36.68  40.29 6.19 93.89 0.00 0.00 -- -- --
1.3 3465 71.21 6.19 93.89 0.00 0.00 -- -- --
Siteco Streetlight 20 micro LED | ST1.5a 5XB14D2B108C

4 32.63 101.14 6.19 93.89 0.00 0.00 23.81 100.54 0.00

Obiekty

Wirtualna siatka obliczeniowa

Kat obrotu
No. xm[m] ym[m] zm[m] Diugos¢Szerokos¢ oSz o$L 0sQ
Ulica
m 1 25.12 101.16 -0.00 21.36 109.82 27411 0.00 0.00
chodnik
m 2 31.53 11.98 0.00 12.18 93.77 274.04 0.00 0.00
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Obiekt : Reymonta
Instalacja :

Numer projektu :

Data : 18.10.2019

2.1 Opis, Zewnetrzny 1

2.1.2 Plan pomieszczenia

siTeco
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S1TecCo

Reymonta

Obiekt
Instalacja

18.10.2019

Numer projektu

Data
2

Zewnetrzny 1

2.2 Wyniki obl

, Zewnetrzny 1

iczen

2.2.1 Tabela, Ulica (E)
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Natgzenie oswietlenia [Ix]

Czeséi

Wysokos$¢ ptaszczyzny roboczej

:0.00 m
194 X
1.51x

Srednie natezenie o$wietlenia
Min. natezenie oswietlenia

Emin

:28.1 Ix

Emax

Max. natezenie oswietlenia

:6.45 (0.16)

1
1

Emin/Es$r

1

éwnomiernosé n

R
R

:19.33 (0.05)

Emin/Emax

2

ownomiernosé n
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Reymonta

Obiekt

Instalacja

S1TecCo

18.10.2019

Numer projektu

Data
2

Zewnetrzny 1

2.2 Wyniki obl

, Zewnetrzny 1

iczen

2.2.1 Tabela, Ulica (E)
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Obiekt
Instalacja

Numer projektu

Data

Reymonta

18.10.2019 S1Teco

2 Zewnetrzny 1

2.2 Wyniki obliczen, Zewnetrzny 1
2.2.1 Tabela, Ulica (E)

11.7
T
17.5 14.4
T T
239 274 28 252 21 175 139 107 81 64 55 52 52 53 52 52 56 66 83 11 142 178 21.3 255 28 27.2 234 193 15.7
T T T T T T T T T T T T T T T T T T T T T T T T T T T T T
227 26 265 239 202 172 142 114 9 73 64 61 61 61 61 62 65 74 92 11.6 145 17.4 205 24.2 266 258 224 188 15.7
e e e e e e e e e e e e e e e e e e e e e e e e e e e e e
19.6 21.8 222 205 17.6 16 144 123 105 85 76 72 71 71 71 73 79 87 107 129 146 159 17.9 206 223 21.6 19.2 16.6 14.8
0 T T 0 T T 0 0 0 T T T T 0 0 0 0 T T T T T T T 0 T T
16.7 17.9 18.1 17.3 155 139 128 116 104 95 89 86 82 79 83 86 89 95 105 11.7 128 13.9 157 174 182 179 16.7 14.7 13.1
T T T T T T T T T T T T T T T T T T T T T T T T T T T T
106 11.2 114 109 105 97 88 81 76 75 76 78 78 78 77 77 75 74 75 8 87 97 106 109 11.5 113 106 98 8.9
T T T T T T T T T T T T T T T T T T T T T T T T T T T T
3 32 3
T T T
(1.5)
I I I
80 90 100
[m]
Czes¢3
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Obiekt : Reymonta

Instalacja
Numer projektu

Data - 18.10.2019

2.2 Wyniki obliczen, Zewnetrzny 1

2.2.2 Tabela, chodnik (E)

siTeco

[ml 3_§3 3._§5 3;§5 3.85 4._98 4.55 5;§1 GLZS 7._§6 [8._!;2] 848 742 6"9r€ 6._%4 5;§5 548 5._(;3 5_r3 5&7 5‘r2 4"9r1 4._4;9 4&8 449 3._§8 3._96 3;95 3;95 3._4;1
3.13 3.1 3.18 344 3.62 3.88 422 468 53 5.79 581 565 529 5 4.63 439 4.18 3.98 38 347 285 235 205 1.82 1.79 1.84 1.85 2.01 2.06
218 22 222 232 253 2.69 2.79 293 3.21 3.75 3.94 4.05 3.88 3.69 3.48 3.21 3.01 2.71 2.14 18 15 122 123 121 121 126 13 1.36 1.38
2.0 T T T 0 0 T 0 T T 0 0 0 0 T T 0 T T 0 0 T T T T T 0 0 0
1.4 139 1.42 1.46 149 148 159 1.64 1.88 2.17 245 259 261 25
1.0 T T T T T T T T T T T T
0.0
E) 1‘0 2‘0
Natezenie o$wietlenia [Ix]
Czesc1
Wysokos$¢ ptaszczyzny roboczej
:0.00m
Srednie natezenie oswietlenia Esr 12.76 Ix
Min. natezenie oswietlenia Emin :0.55 Ix
Max. natezenie o$wietlenia Emax :8.32 Ix
Réwnomiernosé n1 Emin/Esr :1:5.05(0.20)
Roéwnomiernos¢ n2 Emin/Emax :1:15.22 (0.07)
Reymonta Strona 9/12



Obiekt Reymonta
Instalacja

Numer projektu :

Data : 18.10.2019

2.2 Wyniki obliczen, Zewnetrzny 1

2.2.2 Tabela, chodnik (E)

siTeco

3.64 3.74 3.74 3.66 3.41 3.63 3.46 3.52 3.89 4.02 4.02 4.28 4.68 5.02 519 5.17 512 5.14 513 521 526 5.16 4.86 4.49 4.33 4.32 4.26 3.92 3.89 4.07
T T T T T T T T T T T T T T T T T T T T T T® T T T T T T T
2.09 2.08 207 2.04 2 192 1.81 171 16 1.6 186 211 2.67 3.09 3.7 3.89 3.94 3.97 3.96 3.95 3.81 3.44 284 23 2 172 1.68 1.75 1.85 1.97
- T T T T T T T T T T T T T T T T T T T T T T T T T T T
1.38 1.36 1.35 1.33 1.32 1.28 1.2 1.14 1.09 1.05 1.09 1.09 1.36 1.68 2 2.51 268 2.68 2.71 258 2.09 1.76 1.43 1.13 1.11 1.04 1.06 1.13 1.19 1.27
- T T T T T T T T T T T T T T T T T T T T T T T T T T T
0.78 0.83 0.86 0.85 1 .07 123 1.36 1.54 149 1.21 1.09 1.02 0.85 0.86 0.8 0.77 0.78 0.8 0.83 0.86
- T T T T T T T T T T T T T T T T T T T
T T T
30 40 50

Czesc2

Reymonta
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Obiekt
Instalacja

Numer projektu

Data

Reymonta

18.10.2019

2.2 Wyniki obliczen, Zewnetrzny 1
2.2.2 Tabela, chodnik (E)

siTeco

3.74 41 3.98 4.03 4.17 3.87 4.26 4.22 4.31 4.74 492 512 543 594 6.27 6.44 6.43 6.41 6.37 6.12 573 522 4.85 4.71 454 4.12 3.98 4.24 3.85 4.06 4.04
T T — T T T T T T T T T T T T T T T — T T T ™ T T T T

2.05 2.09 212 214 215 213 21 1.98 2.03 2.07 225 265 3.17 3.65 4.29 4.64 4.74 4.71 453 3.91 346 2.85 249 211 1.98 198 2.02 2.06 21 21 2.08
e hy - T T T - T T T - T T T - T T T T T - T T - T

1.31 1.32 1.34 1.35 1.36 1.38 1.37 1.35 1.39 14 1.36 1.56 1.62 1.95 2.26 2.53 2.97 2.92 247 2.16 1.84 1.56 1.51 1.42 137 1.37 1.33 1.35 1.35 1.32 1.31
- T T 7T - T T 7T T T T 7T - T T T T~ T T T - T T T - T T 7T T T

0.88 0.9 091 0.91 0.92 093 0.94 0.96 1.01 1.04 1.08 1.09 1.12 1.03 1.16 1.18 1.16 1.25 1.17 1.43 1.07 1.13 1.11 1.07 1.03 1 0.94 0.92 0.9 0.89 0.88
e hN - T T T - T T T - T T T - T T T - T T T - T T - T

T T T
60 70 80 €
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Obiekt : Reymonta
Instalacja :

) [ )
Numer projektu :
Data : 18.10.2019 S]Te co

2.2 Wyniki obliczen, Zewnetrzny 1
2.2.2 Tabela, chodnik (E)

2.06 2.02 1.95
- e
1.29 1.26 1.28
g E=
0.86 0.84 0.81
g g

(0.55)

Czesc4
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